























TecHNIcAL REFERENCE MANUAL

Precautions:

Only use this product as a measuring sensor, not as a control device. The system must be configured and operated in such a way that no
damage will occur in the event of an erroneous measurement, malfunction of the device or power failure due to installed safety measures
(e.g. safety limit switch).

WARNING: Operate the equipment appropriately in accordance with the regulations in force. Always prevent access to the
equipment by unauthorized personnel.

Precautions:

Do not point the telescope directly at the sun.

CAUTION: Be careful when pointing a telescope towards the sun, because the telescope functions as a magnifying glass and
can injure eyes and/or cause damage inside the DLS-C(H)/FLS-C(H).

10.5 Laser classification

The DLS-C(H)/FLS-C(H) produces a visible laser beam, which emerges from the front of the instrument.
Itis a Class 2 laser product in accordance with:

- IEC60825-1 (2007) "Radiation safety of laser products”
- EN60825-1 (2007) "Radiation safety of laser products”

Itis a Class Il laser product in accordance with:

- FDA 21CFR 1040.10 and 1040.11 (US Department of Health and Human Service, Code of Federal Regulations)

Laser Class 2/1l products:

Do not stare into the laser beam or direct it towards other people unnecessarily. Eye protection is normally afforded by aversion responses
including the blink reflex.

WARNING: Looking directly into the beam with optical aids (binoculars, telescopes) can be hazardous.

Precautions:

Do not look into the laser beam. Make sure the laser is aimed above or below eye level. (particularly with fixed installations, in machines,
etc.).

CAUTION: Looking into the laser beam may be hazardous to the eyes.
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10.6 Electromagnetic compatibility (EMC)

The term “electromagnetic compatibility” is taken to mean the capability of the DLS-C(H)/FLS-C(H) to function smoothly in an environment

where electromagnetic radiation and electrostatic discharges are present, and without causing electromagnetic interference to other
equipment.

WARNING: Electromagnetic radiation can cause interference in other equipment. Although the DLS-C(H)/FLS-C(H) meets the
strict regulations and standards that are in force in this respect, Dimetix cannot completely exclude the possibility
that interference may be caused to other equipment.

10.7 Producer Standards

Dimetix hereby certifies that the product has been tested and complies with the specifications as stated in this 'Technical Reference
Manual'. The test equipment used is in compliance with national and international standards. This is established by our Quality
Management System. Further, the DLS-C(H)/FLS-C(H) devices are produced in compliance with 2002/95/EG «RoHS».

10.8 Disposal

This symbol on the product or on its packaging indicates that this product must not be disposed of with your
other household waste. Instead, it is your responsibility to dispose of the equipment by handing it over to a
designated collection point for the recycling of waste electrical and electronic equipment. The separate collection
and recycling of your waste equipment at the time of disposal will help to conserve natural resources and ensure
that it is recycled in a manner that protects human health and the environment. For more information about
where you can drop off your waste equipment for recycling, please contact your local city office, your household
waste disposal service or the dealer where you purchased the product.

In countries in which Dimetix has no subsidiaries, Dimetix delegates the duty for the disposal in compliance with
2002/96/EG«WEEE» to the local dealer or to the customer, if no dealer is present.
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10.9 Labeling

C€ BARTEC

Typ 07-6152- i —————
&1 2G Ex d IIC T6 Gb U= 24V DC
&1 2D Ex th IIIC T80°C Db Pumas 16W
EPS14ATEX 1696
Ex d IIC T6 Gb kil

Extlic T8o°’cpb  ypeFLS-C 10
IECEx EPS 14.0042 make:

Fert. Nr. 66894 / 15 ak-industries

10.10 Laser Specification

Standard applied EN60825-1:2007
IEC60825-1:2007

Emitted wavelength 620-690nm

Beam divergence 0.16 x 0.6 mrad

Pulse duration O.45x10'95

Max. radiant power 0.95 mW

10.11 Maintenance

The DLS-C(H)/FLS-C(H) is almost maintenance free. The only thing you have to do is to clean the surfaces of the lenses.

CAUTION: Look after the surfaces of the lenses with same care that you would apply to spectacles, cameras and field glasses.
Clean the optical parts only with a clean soft glasses cleaning cloth and avoid scratching of the optical parts.

10.12 Service

If you need to service the device, please contact Dimetix for instructions.

CAUTION: The warranty is void if the device is opened except the cover of the screw terminal. Removing the label is also
understood as opening.
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